
1

RU

– ãåðìåòèê ìîæåò ïðèìåíÿòüñÿ âî âñåõ êëèìàòè÷åñêèõ ðàéîíàõ 
ïî ÑÍèÏ 23-01;

ÃÅÐÌÅÒÈÊ ÎÃÍÅÇÀÙÈÒÍÛÉ «ÈÍÇÀÃÅÐÌ ÕÏÑ»

– äîïóñòèìàÿ âëàæíîñòü ñðåäû – íå íîðìèðóåòñÿ.

Ìåðû áåçîïàñíîñòè

Ãåðìåòèê èçãîòàâëèâàåòñÿ äëÿ ïðèìåíåíèÿ â òåõíè÷åñêèõ èçäåëèÿõ 
â êëèìàòè÷åñêîì èñïîëíåíèè Â ïî ÃÎÑÒ 15150.

– äîïóñòèìûé êðàòêîâðåìåííûé ïåðåãðåâ – äî 270 °C;

Óñëîâèÿ ýêñïëóàòàöèè:

Êîìïëåêò ïîñòàâêè ïðèâåäåí â òàáëèöå 2.

Ãåðìåòèê ïðåäíàçíà÷åí äëÿ ãåðìåòèçàöèè ñòûêîâ ñáîðíûõ 
ñòðîèòåëüíûõ êîíñòðóêöèé, âîññòàíîâèòåëüíîé ãåðìåòèçàöèè øâîâ 
ñáîðíûõ çäàíèé è ñîîðóæåíèé, ãèäðîèçîëÿöèè âíóòðåííèõ è íàðóæíûõ 
ïîâåðõíîñòåé áåòîííûõ è æåëåçîáåòîííûõ êîíñòðóêöèé, ãåðìåòèçàöèè 
êàáåëüíîé ïðîäóêöèè, óïëîòíåíèÿ è ãåðìåòèçàöèè ïðîõîäîâ 
âåíòèëÿöèîííûõ è êîììóíèêàöèîííûõ òðàíçèòíûõ êîðîáîâ è òðóá, 
óïëîòíåíèÿ è ãåðìåòèçàöèè øâîâ â ñòðîèòåëüíûõ êîíñòðóêöèÿõ, à òàêæå 
ñêëåèâàíèÿ ðàçíîðîäíûõ ìàòåðèàëîâ, ãäå òðåáóåòñÿ ýëàñòè÷íîå 
îãíåçàùèòíîå ñîåäèíåíèå.

Ãåðìåòèê îãíåçàùèòíûé ñèëèêîíîâûé «ÈÍÇÀÊËÅÉ ÕÏÑ» 

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè

(äàëåå – ãåðìåòèê) èçãîòîâëåí íà îñíîâå ñèëèêîíîâûõ êàó÷óêîâ 
ñ äîáàâëåíèåì ñïåöèàëüíûõ àíòèïèðåíîâ.

– äèàïàçîí ðàáî÷èõ òåìïåðàòóð èçäåëèÿ: îò ìèíóñ 60 °Ñ äî ïëþñ 250 °Ñ;

Êîìïëåêòíîñòü

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè

Òåõíè÷åñêèå äàííûå
Òåõíè÷åñêèå äàííûå è ãàáàðèòíûå ðàçìåðû èçäåëèÿ ïðèâåäåíû 

â òàáëèöå 1.

Ðàáîòíèêè, âûïîëíÿþùèå îïåðàöèè ïî ïðèìåíåíèþ ãåðìåòèêà, 
äîëæíû áûòü îáåñïå÷åíû ñðåäñòâàìè èíäèâèäóàëüíîé çàùèòû ñîãëàñíî 
ÃÎÑÒ 12.4.103, ñïåöîäåæäîé ñîãëàñíî òèïîâûì îòðàñëåâûì íîðìàì.

Äëÿ î÷èñòêè êîæíîãî ïîêðîâà ëèöà è ðóê ïðè ïîïàäàíèè íà íèõ 
ãåðìåòèêà èñïîëüçîâàòü ìûëüíûé ðàñòâîð, ïðè ïîïàäàíèè â ãëàçà – 
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Èñïîëüçîâàòü êàðòðèäæè ñ ïîâðåæäåííîé óïàêîâêîé.

Áåðå÷ü îò äåòåé!

Ãåðìåòèê âçðûâî- è ïîæàðîáåçîïàñåí, õèìè÷åñêè èíåðòåí 
è îòíîñèòñÿ ê ìàëîîïàñíûì õèìè÷åñêèì âåùåñòâàì (4 êëàññ îïàñíîñòè 
ïî ÃÎÑÒ 12.1.007).

ÇÀÏÐÅÙÀÅÒÑß 
Ïðîòûêàòü è ñæèãàòü êàðòðèäæ.

Âûäàâëèâàòü ñîäåðæèìîå êàðòðèäæà íà îòêðûòîå ïëàìÿ è 
ðàñêàëåííûå ïðåäìåòû, êóðèòü ïðè âûïîëíåíèè ìîíòàæíûõ ðàáîò.

Îòðåçàòü âèíòîâóþ ãîëîâêó êàðòðèäæà íàä ðåçüáîé. Íàâèíòèòü 
ìóíäøòóê è ñðåçàòü íàêîíå÷íèê ïîä óãëîì 45° äëÿ ïîëó÷åíèÿ íåîáõîäèìîãî 
ñå÷åíèÿ. 

Íåîáõîäèìî ïðåäîòâðàùàòü ðàñïðîñòðàíåíèå è ïîïàäàíèå ãåðìåòèêà 
â ñòî÷íûå êàíàëû, ðâû è ðåêè, èñïîëüçóÿ äëÿ ýòîãî ïåñîê, çåìëþ èëè äðóãèå 
ïîäõîäÿùèå áàðüåðíûå ìàòåðèàëû.

ïðîìûòü áîëüøèì êîëè÷åñòâîì âîäû.
Âñå ðàáîòû ïî ìîíòàæó äîëæíû ïðîâîäèòüñÿ âäàëè îò îãíÿ è èñòî÷-

íèêîâ èñêðîîáðàçîâàíèÿ. 

ÂÍÈÌÀÍÈÅ

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè
Ïåðåä ïðèìåíåíèåì ãåðìåòèê äîëæåí âûäåðæèâàòüñÿ â çàêðûòîé 

óïàêîâêå çàâîäà-èçãîòîâèòåëÿ â êðûòûõ, ñóõèõ, õîðîøî ïðîâåòðèâàåìûõ 
ñêëàäñêèõ ïîìåùåíèÿõ ïðè òåìïåðàòóðå íå ìåíåå ïëþñ 15 °Ñ íà 
ïðîòÿæåíèè íå ìåíåå 24 ÷.

Òðåáóåòñÿ îñóùåñòâèòü î÷èñòêó è îáåçæèðèâàíèå ïîâåðõíîñòè 
äî íàíåñåíèÿ ãåðìåòèêà.

Ïðè íàíåñåíèè ãåðìåòèêà äîïóñòèìà òåìïåðàòóðà îò ìèíóñ 20 °Ñ.

Òðàíñïîðòèðîâàíèå èçäåëèÿ ìîæåò îñóùåñòâëÿòüñÿ âñåìè âèäàìè 
òðàíñïîðòà â êðûòûõ òðàíñïîðòíûõ ñðåäñòâàõ íà ëþáîå ðàññòîÿíèå, 
â ñîîòâåòñòâèè ñ ïðàâèëàìè ïåðåâîçêè ãðóçîâ, äåéñòâóþùèìè íà äàííîì 
âèäå òðàíñïîðòà. 

Çàïîëíèòü ñâîáîäíîå ïðîñòðàíñòâî (ñòûê, ôëàíöåâîå ñîåäèíåíèå, 
êàáåëüíóþ ïðîõîäêó) ñëîåì ãåðìåòèêà, òîëùèíà êîòîðîãî îïðåäåëÿåòñÿ 
ïðîåêòíîé äîêóìåíòàöèåé.

Ïîâåðõíîñòü çàäåëêè âûðîâíÿòü øïàòåëåì äî ñõâàòûâàíèÿ ãåðìåòèêà.

Òðàíñïîðòèðîâàíèå, õðàíåíèå è óòèëèçàöèÿ

Ãåðìåòèê íàíîñèòñÿ ïðè ïîìîùè ìîíòàæíîãî ïèñòîëåòà (ïðèîáðå-
òàåòñÿ îòäåëüíî).



3

Technical data

– the sealant can be used in all climatic regions;

Óòèëèçàöèÿ ãåðìåòèêà è óïàêîâêè ïðîâîäèòñÿ â ñîîòâåòñòâèè 
ñ ìåñòíûìè íîðìàòèâàìè è òèïîì èñïîëüçîâàíèÿ. 

Operating conditions: 

–permissible humidity of the environment - not standardized.

Ãåðìåòèê äîëæåí õðàíèòüñÿ âåðòèêàëüíî â çàêðûòîé óïàêîâêå çàâîäà-
èçãîòîâèòåëÿ â ïîìåùåíèÿõ (ïîä íàâåñàìè) ïðè òåìïåðàòóðå îò ìèíóñ 60 °Ñ 
äî ïëþñ 60 °Ñ è îòíîñèòåëüíîé âëàæíîñòè äî 80 % ïðè 25 °Ñ.

Ãàðàíòèéíûé ñðîê õðàíåíèÿ ãåðìåòèêà ïðè ñîáëþäåíèè óñëîâèé 
òðàíñïîðòèðîâêè è õðàíåíèÿ ñîñòàâëÿåò 12 ìåñÿöåâ.

Ñðîê ñëóæáû – 40 ëåò.

Delivery set is given in table 2.

Safety measures

Basic information about the product

Ñðîê ñëóæáû è ãàðàíòèè ïðîèçâîäèòåëÿ

sealant) is made on the basis of silicone rubbers with the addition of 
special fire retardants. The sealant is designed to seal joints of prefabricated 
building structures, reconstructive sealing joints of prefabricated buildings and 
constructions, waterproofing of internal and external surfaces of concrete and 
reinforced concrete structures, sealing cable products, sealing and sealing of 
ventilating ducts and communication transit boxes and pipes, sealing joints in 
building structures, as well as bonding dissimilar materials where an elastic 
fireproof joint is required.

– product operating temperature range: from minus 60 °Ñ to plus 250 °Ñ;

Silicone fire resistant sealant «INZAGERM HPS» (hereinafter – the 

Technical data and dimensions of the product are given in table 1.

–permissible short-term overheating - up to 270 °C;

Ãåðìåòèê íåîáõîäèìî õðàíèòü ñ ïðåäîõðàíåíèåì îò ìåõàíè÷åñêèõ 
ïîâðåæäåíèé, â ïîìåùåíèè, ãäå îòñóòñòâóþò êèñëîòû è ùåëî÷è.

Òðàíñïîðòèðîâêà îñóùåñòâëÿåòñÿ ïðè òåìïåðàòóðå îò ìèíóñ 60 °Ñ 
äî ïëþñ 60 °Ñ.

The sealant is manufactured for use in technical products.

Completeness of set

Employees who apply the sealant should be provided with personal 

EN  
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When applying the sealant the temperature is allowed from minus 20 °C.

ATTENTION

Installation and operation rules

The product can be transported by all types of transport in covered vehicles 
at any distance, in accordance with the rules of goods transportation, acting on 
this type of transport. 

Keep away from children!

Transportation is carried out at temperatures from minus 60 °C to plus 60 °C.

Clean and degrease the surface before applying sealant.
Cut off the screw head of the cartridge above the threads. Screw on the 

nozzle and cut off the tip at a 45° angle to obtain the required cross-section. 

The sealant should be stored with protection against mechanical damage, in 
an acid- and alkali-free room.

The sealant is applied using a fastening gun (purchased separately).
Fill the free space (joint, flange connection, cable penetration) with a layer of 

sealant, the thickness of which is determined by the design documentation.
Smooth the sealing surface with a spatula until the sealant has cured.

Before use, the sealant should be kept in a sealed container of the 
manufacturer in covered, dry, well-ventilated warehouse at a temperature of at 
least plus 15 °C for at least 24 hours.

Transportation, storage and disposal

The sealant should be kept vertically in a closed package of the 
manufacturer's plant indoors (under the sheds) at the temperature from 
minus 60 °Ñ to plus 60 °Ñ and relative humidity of up to 80 % at 25 °Ñ.

To use cartridges with damaged packaging.

To pierce through or burn the cartridge.

The sealant is explosion and fire safe, chemically inert and refers to the low-
hazard chemicals.

IT IS FORBIDDEN 

protective equipment and overalls.
To clean the skin on the face and hands in case of contact with the sealant e, 

use a soapy solution, in case of contact with the eyes - rinse with plenty of water.
All installation works should be carried out away from fire and sources of 

sparks. 
It is necessary to prevent the spread and ingress of sealant into drains, 

ditches and rivers by using sand, earth or other suitable barrier materials.

To squeeze the contents of the cartridge onto an open flame or hot 
objects, or smoke when performing installation works.
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Òàáëèöà / Table 1

Service life and manufacturer's warranties

Dispose of sealant and packaging in accordance with local regulations and 
type of use. 

The warranty shelf life of the sealant is 12 months if transportation and 
storage conditions are observed.

Service life – 40 years.

Òàáëèöà / Table 2

Íàèìåíîâàíèå ïàðàìåòðà / Parameter denomination Çíà÷åíèå / Value

Öâåò êîìïàóíäà / Compound color Áåëûé, ñåðûé / White, gray

Îáú¸ì êàðòðèäæà, ìë / Cartridge volume, ml 310

Òâåðäîñòü ïî Øîðó, åä / Shore hardness number, unit 30
3 3Ïëîòíîñòü, ã/ñì  / Density, g/cm 1,4 ± 0,1

Âðåìÿ èñ÷åçíîâåíèÿ ëèïêîñòè, ÷ / Time of stickiness disappearance, h Îò 2 äî 3 / From 2 to 3

Ñêîðîñòü âóëêàíèçàöèè, ìì/ñóòêè / Cure rate, mm/day 1,5

Íàèìåíîâàíèå / Denomination Êîëè÷åñòâî, øò. (ýêç.) / Quantity, pcs. (copies)

Ãåðìåòèê îãíåçàùèòíûé â êàðòðèäæå ñ íîñèêîì-äîçàòîðîì / 
Fire resistant sealant in a cartridge with a dispenser spout

1

Ïàñïîðò / Passport 1

Èçäàíèå / Version 1 ÀÈÏ
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